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MUCHMORE RACING Co., Ltd.FLETA HIGH TECHNOLOGY BRUSHLESS SYSTEM


	event: Test run
	Track/Nation: J - Raceway / Korea 
	Driver: E.C. Kim
	Date: 18 May 2013
	ESC Firmware V: p-sto1V20-4aee
	Motor: Muchmore FLETA ZX13.5T Type-W
	Gear Raito: 1 : 6.2
	battery: Muchmore MLI-IH6000SP
	Endbell Timing: +28deg
	Rotor Size: MR-FZR11 12.3mm Blue ring
	In/OutDoor: Yes
	On/OffRoad: Yes
	TrackTypeS: Yes
	TrackTractionS: Yes
	TempType: Yes
	Temp_Track: 42
	Temp_Weather: 30
	SETUP01: Yes
	SETUP02: Yes
	SETUP03: Yes
	SETUP07: Yes
	SETUP08: Yes
	SETUP10: Yes
	SETUP11: Yes
	SETUP12: Yes
	SETUP13: Yes
	SETUP05_C: 
	SETUP06_C: 
	SETUP09_C: 
	SETUP04_C: 
	SETUP04: Yes
	SETUP05: Yes
	Driver Comment: Big size track setup.Motor temperature max 80deg
	SETUP06: Yes
	SETUP09: Yes


