

	DRIVER: Randy Pike
	VEHICLE: Associated B44.2 Avid Chassis
	TRACK: Base Setup
	Surface: Dirt
	Rotor: 13mm
	Gearing: 84/20
	Motor: Redline GEN2 6.5
	Endbell: 10
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	Check Box1: Off
	Check Box2: Yes
	Battery: ProTek 2S 100C Saddle
	Check Box6: Off
	Check Box7: Off
	Check Box8: Off
	Check Box9: Off
	Check Box13: Off
	Check Box14: Off
	Check Box15: Off
	Check Box16: Yes
	Check Box20: Off
	Check Box21: Off
	Check Box22: Off
	Check Box23: Yes
	Check Box18: Off
	Check Box25: Yes
	Check Box19: Off
	Check Box24: Yes
	Check Box31: Off
	Check Box26: Off
	Check Box27: Off
	Check Box28: Off
	Check Box29: Off
	Check Box30: Off
	NW: 5
	Check Box4: Yes
	Check Box32: Off
	Check Box5: Off
	Check Box10: Off
	Check Box33: Off
	Check Box34: Off
	Check Box35: Off
	Check Box36: Off
	Check Box37: Yes
	Check Box38: Off
	Check Box11: Off
	DB: 5
	Check Box12: Off
	Check Box17: Off
	Check Box41: Off
	Check Box42: Off
	Check Box43: Off
	Check Box44: Off
	BS: 90
	MT: 1
	Check Box39: Yes
	Check Box40: Off
	Check Box45: Off
	Check Box46: Off
	Check Box47: Yes
	Check Box48: Off
	Check Box49: Off
	Check Box50: Off
	Check Box51: Off
	Check Box52: Off
	LM: 90
	VC: 2S
	TP: C1
	THP: 3
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	MOTI: 10
	RPM: 5443
	BOOST: 5
	END RPM: 20016
	TUR DEL: OFF
	TURBO: OFF
	THM: 8
	BM: 0
	AB: 0
	PC: OFF
	Software: 249
	Notes: Set Active Brake to 0 for more brake modulation control.


