



	NOTES4: *45mm ground clearance at no load on tires (roughly +5mm to shock position 2).
	RIDE HEIGHT: 19mm
	DROOP: Standard (30mm)
	TOE IN/OUT: 0˚
	CASTER: 14˚
	STABILIZER: 1mm
	CAMBER: -3˚
	Camber Link inner: 0
	STEERING SPACER: 1
	STEERING SPACER OUTSIDE: 1
	DAMPER TYPE: TD Big Bore Front (V1)
	SPRINGS: TD Dark Red (3.91)
	OIL: AE 25wt
	PISTONS: 3x1.2mm
	REBOUND: 0mm
	LENGTH: 80.5mm
	NOTES2: Springs measured at 3.75lb/in with GForce spring gauge
	NOTES: - Used #7081 Short front shock tower.
	RIDE HEIGHT2: 20mm
	DROOP2: 45mm*
	TOE IN/OUT2: 1mm shim (4˚)
	STABILIZER2: None
	CAMBER2: Kit (-1.5˚ in block)
	REAR RC: 0
	DAMPER TYPE2: Durango BB Front (V2)
	SPRINGS2: TD Light Blue (2.61)
	OIL2: AE 30wt
	PISTONS2: 2x1.6mm
	REBOUND2: 0mm
	LENGTH2: 77.5mm
	NOTES3: Springs measured at 2.50lb/in with GForce spring gauge
	TRACTION LEVELS: Low-Medium
	DATE: 10-04-2016
	NAME: Paul Dijkstra
	EVENT/TRACK: MAC Vlijmen Club Race 1
	SURFACE(S): Outdoor Clay (without prep/additives)
	AIR TEMP: 15˚C
	CONDITIONS: Moist clay (soft and tacky)
	DIFFERENTIAL: Ball diff, medium tightness
	SETUP COMMENTS: Car had pre-season maintenance before race:- New diff outdrives- New driveshafts & CV-joints- New spur gear & pinion- New shock o-ringsThe setup started with Rebar 2WD. The car had too little sideways bite on the rear, causing snap-oversteer. The switch to Rebar 4WD was made, leading to a more stable and predictable car without causing understeer. Initially, the car also ran without stabilizer. The car dived too much on the front outer shock, so the stabi was added. Next time it is also worth trying the FF210's standard Yellow (4.2lb/in) spring and run without stabilizer. Also, consider trying a front tire that balloons less under power and/or a tighter diff setting.Race result: Qualified 4th out of 24, finished 2nd overall in the A-final, behind Bruno Heremans (X-Factory).
	SLIPPER CLUTCH 1: Standard clutch & pads
	MOTOR: GForce Super Sonic 7.5T (with 7˚ timing)
	SPUR GEAR  PINION GEAR 1: 81T/23T
	SPUR GEAR  PINION GEAR 2: GForce TS160A*
	PUNCH  BOOST SETTINGS: 2-Stage punch, 15˚ timing, 22˚ turbo
	BRAKE  DRAG BRAKE SETTINGS 1: 65% Brake on TX,75% on ESC, 0% Drag brake
	BRAKE  DRAG BRAKE SETTINGS 2: Savöx SC-1258TG
	BATTERY  LOCATION 1: Shorty, forward placement
	BATTERY  LOCATION 2: Xray XB4 wing, low gurney
	BATTERY  LOCATION 3: 1508g**
	WEIGHT BALANCE FRONT REAR: 69.5% Front / 30.5% Rear**
	WIDTH FRONT  REAR: 250mm Front / 250mm Rear***
	NOTES5: *Setup from WK 15/16 Race 4**After race with clay deposit on the car. Before race: 1480g, 70/30%***At ride height.
	BRAND: ProLine
	TREADCOMPOUND: Blockade M3
	INSERT: AKA moulded red (soft)
	RIMS: Associated rear wheel (12mm hex)
	NOTES TIRE: 
	BRAND_2: AKA
	TREADCOMPOUND_2: Rebar 4WD Front Orange
	INSERT_2: ProLine white foam insert, cut to 2/3rds width.
	RIMS2: Associated front wheel (12mm hex)
	undefined_6: - Used #7082 12mm (Associated) hex conversion.- 2mm Spacer (per side) between hex and rim to widen the car.
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