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ARS-S (ACTIVE REAR-WHEEL
STEERING) SYSTEM

The innovative ARS-S systemwi || change the toe angle
of the rear wheels when the vehicle rolls. During the
steering process, the rear wheels will|l deflect at a smal |
angle in the same direction as the front wheels. Enhance
stabi |1ty when steering. This innovative designcaneasily
f ine—tune the steering angle of the rear wheel with only

one screw ad justment.
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2-STAGE RAS DAMPER EFFECT

In addition to the first stage absorbing vibration
through the external spring, a high load pressure spring
s installed inside the RAS shock absorber to have the
effect of the second stage supporting force, thus reducing
the traction rolling and having a fast return speed. With
| iInear damping structure, 1t is especially suitable for

working under high traction conditions.
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SHORTER REDUCE AIR SHOCK DAMPER

The upgrade shorter reduce air shock (RAS) damper is
45mm in length and install with 1/mm spring. The shock body
s made up of Aluminium material with hard coating inside
for better strength and increase the smoothness in piston
movement. Tapered shock absorbers can provide smal | damping
to absorb vibration in the first stage and large damping to
reduce roll 1n the second stage. CNC machining piston and

shaft spacer to improve concentricity.
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CHASSIS OPEN RING (C—SHAPE)
TWISTING CONTROL

The chassis have open ring(C—shape) enclosed the
mid—motor mount area to enhance the chassis twisting
flexibility 1n turn to have better traction rolling.
Besides, the twisting flexibility can be control led by
upper fTront and rear desk which can be strenghten

further by the mounting post.
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SUSPENSION
DAMPING
ADJUSTMENT
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GRAPHITE SUSPENSION ARM WITH
ALUMINIUM PIVOT BALL

The suspension arm is made of carbon graphite material
that work with CNC aluminium pivot ball to allow free
floating of the arm to improve the traction rolling and
enhance the driving stability. Besides, the ball joint
hex on top of the pivot ball can be tighten up to vary the
arm floating resistance to adapt different traction

conditions.
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SUSPENSION ARM HOLDER PLATE

The suspension arm holder plate can be installed

between the pivot ball joint of two suspension graphite

arm to raise up the rolling center and enhance the

| ONS.

chassis hardness to adapt different traction condi
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ANT I-ROLL BAR LEVER SHAFT

The new anti—-rol | bar lever shaft is extended /mm long
with better |inearity effect. |t is made of S2 spring steel
material that provide better strength and iIs installed
lower In the chassis in turn to lower the chassis gravity

and reduce the car tractionrol |l ing for better stability.
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LCG FRONT AND REAR SHOCK TOWER

The new anti—-rol | bar lever shaft is extended 7/mm long
with better | inearity effect. It is made of S2 spring steel
material that provide better strength and i1s installed
lower 1n the chassis In turn to lower the chassis gravity

and reduce the car tractionrol |l ing for better stability.
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BATTERY TWO DIMENSION ADJUSTMENT

The battery holder can provide two—dimensional battery
ad justment on the chassis. The longitudinal position can
be ad justed max. of S5mm and the transverse position can be

ad justed max. of Z2mm.






