
F1-03-4-P

F1-0007-B

SIG310

SJG306

F1-042-A 

SIG308

SIG306

SJG430 SJG410

SJG310 SJG308

SJG310
SJG308

SJG306

SJG308

SJG310

F1-10-C

F1-01-C

F1-02-C

F1-07-C

F1-06-C

F1-08-C

F1-03-C

SG206

F1-09-1-P

F1-039-S

SJG308 

SJG308 

MR106

SIG316

F1-0008-B 

SIG306 

SIG306 

SN-M3

F1-011-5-P 

SN-M4-F

SN-M4-F
SK303

SG2.56

F1-002-A

F1-008-S

SK303

F1-004-A

F1-003-A

F1-007-S

F1-012-92-P
F1-010-S

MR128-2RS

F1-001-AMR115-2RS

F1-006-A

F1-050-SSK303

F1-005-A

PIN214

SN-M4

SG206 SJG308 

F1-040-A 

MR106

F1-041-A 

SIG306 

SIG306 

SIG306 

TA-002

SJG308

SJG308

SJG306

 

SIG310

F1-039-S

SIG308 

F1-033-A

F1-032-A

SIG310

F1-018-A

TS-509-4.3
F1-020-CU

SJG306

SN-M4

SN-M3

SJG308 

SJG306
F1-020-CU

F1-05-C

F1-019-A

F1-016-A

F1-017-A

TA-011-P-S

F1-046-P 

TA-011-P-S

F1-038-A

F1-03-4-P

F1-09-5-P

F1-09-5-P

SIG306 

F1-029-A

F1-053-A

SG206

F1-09-2-P 
F1-049-S-5.5

F1-049-S-5.5

SIG310

TA-002

SIG306 

SIG306 

TA-010-2

TA-010-9

TA-010-11

TA-010-5

TA-010-12

TA-010-3
TA-010-8

TA-010-1

TA-010-13
TA-010-7

TA-010-4

F1-054-S-6

TA-010-6

TA-010-10

OE-E2.0

OE-E2.0

OE-E2.0

TA-011-P-L

F1-064-S

TA-011-P-L

F1-060-S

F1-013-1-P

F1-062-S

OE-E2.0

OE-E2.0

F1-065-S

F1-0014-1

F1-055-S-5.5

F1-027-S

F1-061-A SN-M3

F1-013-4-P
SJG310

SJG308

F1-059-A

SJG2.54

TA-002

F1-013-3-P

F1-09-1-P

TA-009

F1-013-6-P

F1-013-8-P

F1-013-5-P

SK310

TS-917-1.0-SI

TA-002

TS-917-2.5-SI

F1-010-1-P

F1-010-1-P

SJG310

F1-043-A-6

F1-039-S

F1-09-3-P

SN-M4

TS-917-0.5-SI

TS-917-2.5-SI

TS-917-1.0-SI

TS-912-S-0.5
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Pinion gear

Form
ula

: 1
Spur gear teeth
Pinion gear teeth

★
Refer to the diagram

s for selecting gears.

GEAR RATIO

※
28T and 33T pinion gears m

ay not be installed depending on rear shaft position.

DAM
PER SETTING

  Pitch dam
per setting 

Use softer oil and spring for rough
or low-grip surfaces. Use harder oil  
and spring for flat,high-grip 
surfaces.

★
Rotate spring retainer for fine 

tension adjustm
ent. change coil spring 

for greater changes in hardness.

  Roll dam
per setting

Use softer oil for low-grip surfaces. 
Use harder oil for high-grip surfaces.
Adjust roll dam

per hardness to achieve 
optim

ized steering response.

★
Use different viscosities of oil to 

adjust dam
per hardness.

Loosen.

Tighten.

Pinion gear

23T

22T

21T

20T

27T

26T

25T

24T

※
28T

5.20:1

4.95:1

4.72:1

4.52:1

Gear ratio

4.33:1

4.16:1

4.00:1

3.85:1

3.71:1

3.58:1
※

29T

Pinion gear

23T

22T

21T

20T

27T

26T

25T

24T

28T
4.60:1

4.38:1

4.18:1

4:1

Gear ratio

3.83:1

3.68:1

3.53:1

3.40:1

3.28:1

3.17:1
29T

104T Spur gear
92T Spur gear31T

30T

32T

33T

※
30T

※
31T

※
32T

※
33T

3.46:1

3.35:1

3.25:1

3.15:1

3.06:1

2.96:1

2.87:1

2.78:1
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