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Differentials
For consistent performance it is vitl hat the differential acton
hould be. smooth and fres, the diff should be adjusted veing the recommended settings in the manial

Slipper

On mosttacks i s bes o star it the lppr on  fose seting,and gradually incrsae the sringfenion
Jou achiwsthe most conseent drive avay rom the furns wilhout epining th car, but ol geneete saough deive
Vhsn Launchingth car from the up rampe

Front Differential/Axle

We have thres main front drive options for the cat, the diffsrential, (it standard) this is probably the best al round
option for mast driver, the one way front axe this e generaly the fastest way round the frac, bu more difict 1o
dive a0 the ived front ave (spool) this opton is universally used on touring cars dus 1o the excelent fracton
avay from the turns, but it has yet fo be used much on offroad cars, 1 could be usefull on slippery dit racks.

Differential height
 rotating the accerc bearing hausings i possble o run the diferetial in the bigh orlow poston, 3nd
apae rom accenuatog he deve shaft punge f dov ot afect the car 3 eat dea. he tm drvers il abvags
Tnsist ot 2 bigh dif gies the car more gip 3t whichevr end of th car s used

Front layshaft One Way
“Tis opin par frther extends the dive ssem pecmuations, L. fron diferntal and fahah one vay,sposk
{ront e and agehaft on vay, o for minmum overrun ineri, 3 one way agshah and  ane vay front e,

Ride height
Use th spring collars on the shack aborbers fo adjus the front and reae ide beighte,we vould recommend
seting the ride heigh 10 20 1 3t both ends of the car, measured betveen the botom of the chassis and the
ground with th car i runing fi, Firh prese the ca down 10 the geound and then eleae  ance or e fo
St the suspension before adjusting he ide height, The chasss shoud be el e iewed rom the side

Aati Roll Bars
Aati vol bars are 30 often overlooked et up aid that allows fine funing of the suspension without major changes fn
hock and spring setngs, theq are mainky used to add roll stffness o sither the front or rear of the car.

Front Toe in
“The front tos in should bs est o 0° (both whesls poining straight ahead), his will be the best seting for most
track conditions. Adding sight tos out wil inceease il furn in.

Front Wishbone Shock Mounting Hole
The midle ole i the wishbone 1 the sandacd seting or he ower shace absober mouling, Moving the shock
Sbsorber o the auter hale ncreass the reacion of the seering 36 vll 2 increasng the suspension iffness, s
posion may cause 2 e oo much nalfur in on corner approac, Using the nsde hle wl sofe the sspen-
on a0d sleo ncreas e fotal suspenson tavel, and il probably need apring and damping changes o maks he
bestuse of . At oll bae ae 3 good taring aid vben using difeent shok sbsorber posions o the wishbone

Front Camber Links

Using a sharer upper camber lin. il increase the infal esponse of the car both in stering and grip, but this
could make the car more dificult fo deive, A longer lnk wil mar the car more predictable and smoether fo drive,
but will not increase overall grip. Lowering the nside ball stud will give 3 simiar result fo shorlening the lnk, and
raiing it wil give a similar result to lengfhening the camber link, but with less fotal ffect
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