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Use 10x12x0.1mm or 10x12x0.2mm 
shims to adjust when there is too 
much play between the crown gear 
and pinion gear.

Use 10x12x0.1mm or 10x12x0.2mm 
shims to adjust when there is too 
much play between the crown gear 
and pinion gear.
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116013
   Ball Bearing 10x15x4mm  x4

330283
   Pin M2x10mmx2

330295
   CVD Join  x2

330325
   S104 EK1 Center Front Drift Shaft 91mm  x1

330326
   S104 EK1 Center Rear Drift Shaft 96mm  x1

400008
   O-ring for Pinion Gear  x2

108003
   M3x10mm FH/ST HEX Screw   x2

108001
   M3x12mm FH/ST HEX Screw   x6

101023
   10x12x0.1mm S104 Shim         x5

101024
   10x12x0.2mm S104 Shim         x2

SWORKz S104 EK1 Manual Corrections to Pages 15,29 and 36.

Please note that on page 15 step 4, the front and rear differential should 
go in the other way (the crown gear is on the left of the bulkhead when 
inserted in). Please refer to extra instruction sheet given.

On page 29 and page 36, BAG (H) and BAG (K) should be BAG (G).

page 29 :

page 36 :

BAG H BAG G

BAG GBAG K

!


